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1 Start-up, Flowback, and Shutdown

1.1.

1.2

Introduction and Scope

The team has moved into a containment strategy for hydrocarbons flowing out of the
MC252 Macondo well. Recovery from the LMRP Cap will be captured by the Enterprise.
The Q4000's role is to extract excess production that the Enterprise cannot take onboard
while operating within the parameters of the LMRP Cap system, ultimately reducing
hydrocarbons released at the Cap. Recovery from the Horizon BOP choke lines and
collection system will be captured, processed, and flared on the Helix Q4000 rig. This
procedure details the pre-unioading, kick-off and initial flow, and recovery ramp-up steps.
Various shut-down scenarios and associated start-up steps are also included.

The scope of this procedure is:

s Torig up and pressure test the Surface Flow Head Assembly and Schlumberger Well
Test equipment.

s To N purge well test equipment to remove air.

e To displace / underbalance LDIS and Coflexip hose to Horizon BOP stack to base oil.

s To start-up surface test equipment on Q4000 and unload the subsea system.

¢ To ramp-up Q4000 recovery rate, stabilize, and burn all hydrocarbons recovered.

+ To minimize oll flow to the sea by complimenting Enterprise recovery rates with
Q4000 recovery, all while maintaining LMRP Cap operating parameters.

o To shut down well test operations in planned, weather, and emergency events.

s To restart Q4000 recovery operations after long term and short term shut-downs.
¢ To flush and purge subsea equipment to the Horizon BOP.

= To flush and purge Q4000 surface equipment to the burner {if possible).

Assumptions / Well Status

1.  The rest of the subsea collection system {LDIS and Coflexip hose) have been
connected to the Cameron manifold and tested to 10-kpsi.

Note: The manifold/valvas, Coflexip hoses betweon manifold and subsea BOP stack
waere pressure tested during top kill and [eft at 4,000-psi SIP and 14.2-ppyg CaBr..

2. The Schiumberger well test equipment has been pressure tested and functioned
tested. The Evergreen burner has been tested.

3. The Enterprise is prepared to pump MEQOH for mitigating hydrate formation into the

subsea collection system going to the Q4000 at the 2-in MOFFAT on the manifold
choke line gooseneck.

4. There are at least 20-bbls of pumpabie 11.0-ppg CaCl, brine availabie; 200-bbls of
MEG (55wt% glycol/4bwt% drill water mixture) and 500-bbls of base oil stored in the
rig pits.

Rev.C
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5. The rig pits and the calcium chloride marine portable tank (MPT} are plumbed to the

flow head.

6. Communication protocol has been established with all vessels included in this
operation (Attachment 1). Communication is key and it should be noted that the
Enterprise may be producing nearly 18-MSTB/D.

7. The flow head has been tested to 80% of working pressure (WP) per SLB procedure
and all of its valves have been actuated.

8. The capacity and volumes associated with the work string (from rotary table to
subsea BOP stack) are presented in Table 1 below.

Tabie 1: Capacity and volumes associated with the work string

S

DP-to Water Level 0.0296 53 1.57 1.86
Water level 1o LDIS | 6.625 | 5.581 0.0296 4810 142.38 144,24
LDIS 5.581 0.0296 51 1.51 145,75
Soflexdp to Manifold | ggp | 3 | 0.0087 1450 1268 | 158.43
Goose-neck 1 6.52 3 0.0087 14 0.12 158.55
Subsea Manifold 86.625 3 0.0087 83 0.73 158.28
Goose-neck 2 6.52 3 0.0087 14 0.12 159.40
Coflexip 6.52 3 0.0087 150 1.31 160.71
BOP Goose-neck 6.52 3 0.0087 21 0.18 160.89

9. Schlumberger's Surface Test Tree Assembly specifications are listed in Table 2
below.(See detail dimensions in Attachment 2),

Table 2;: Schlumberger Surface Test Tree Assembly Specifications

e
‘ 1

Size and Wor

'l‘: ’;,:ﬁ'l i ‘u N i By i
king Pressure 6 3/8-in / 15-kpsi

Temperature Rating O-deg F to 360-deg F
Assembly Weight 32-klbs (47 .6-klb W/Basket)

Maximum End Load

1,500-kIb (W/0-psi) and 750-kib {(W/15-Kpsi).
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10. The LDIS ball vaive (RIV) and emergency disconnect are controlled through the FMC
umbilical on the Q4000.

11. The subsea manifold can be reached using the Q4000's Venom ROV. Any ROV
operation will be address in the communication {see Attachment 1} protocol including
other vessels in the field.

12. Seawvater is in the LDIS.

13. The Q4000 will have an isolated rig pit with at least 200-bbls of usable MEG (55wt %
glycol/ABwit% drill water mixture) ready and available to pump with the cementing
unit, for long term shut-down. In addition, the cementing unit will be hooked up
through the rig manifold and chicksan run to the kill side of the surface flow head.
This line will be flushed and tested to 80% of working pressure (WP).

Note: Make sure there is no seawater in any pits to avold any potential for pumping it
downhole.

14. Schlumberger spare equipment list has been reviewed and updated and can be
found in Attachment 3,

1.3. Objectives

t.  Successfully flowback produced fluid from the Macondo well to the Q4000 to
complement production processed by the Enterprise and minimize hydrocarbon
reiease at the LMRP Cap.

2. Successfully burn all hydrocarbons produced from the Q4000.

3. Successfully capture BOP acoustic gauge readings with ROVs, in order that the
computer system on the Q4000 can accept and process the data and accurately
place the data in Process Net.

1.4. HSSE Considerations

1. Verify MSDS sheets for 8.97-ppg MEG (65wt % glycol/4bwt% drill water), 11-ppg
CaCl, calcium chicride, 6.6-ppg base ail, including any other fluids on board and all
production chemicals are available and discussed during pre job meeting.

2. Rig must call IMP Environmental Section (281-366-6812) or {713-612-4106) to advice

of upcoming discharge of fluids, Call should be made to the numbers above by the
Well Site Leader 2-hours prior to discharge for information. After contacting
Environmental WSL will call Q4000 Superintendent and inform of same upcoming
discharge information. A second call should be made 15-minutes prior to the actual
discharge.

3. All pressure test should include a 5-min low pressure test to 250-psi; follow by the

appropriate high pressure test (the criteria will be either 80% of the equipment
working pressure or 3 times the subsea shut-in pressure - approximately 7,500psi} to
be considered successful . The high pressure test should be 15-min long.

Rev. 0
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Note: PRESSURE TESTS SHOULD ALWAYS BE CHARTED AND WHERE POSSIBLE
RECORDED AND MONITORED ON DATA ACQUISITION SYSTEM.

Note: NO NITROGEN LEAK TESTS ARE PLANNED.
4. Confirm that fire boats are at station in preparation for flaring/burning operations.

5. Ensure all personnel understand where the high temperature areas are located
around the burner, Water curtains will be set up to manage heat from the burner.

6. Ensure only key personnel are in the well test equipment area and that high
pressure; high temperature, and noise areas are appropriately marked.

7. Ensure all areas that could cause heat radiation burns have a proper shielding to
protect personnel,

8. No crane activity is to take place across the well test equipment during pressure
testing or flowback operations, without the respective work permit and JSEA.

Note: Do not lift equipment over pressurized lines without approval from Q40600 Well
Site Leader and OIM,

9. Follow proper communications/notification plan prior to flowback (See Attachment 1).

10. Ensure fire fighting equipment and all ESD stations are in appropriate locations
around rig according to Attachment 4. Also see hazardous drain locations in
Attachment 5.

1. Ildentify equipment and piping on the facility that are most likely to experience high
vibration / loading (Compressors, Transfer pumps, Qil line to flare, 3-in lines, Coflexip
hoses) and highlight these areas as part of the pre-start-up checklist (Attachment 6).
These areas should be checked at a minimum every tour during operations to allow
early identification of any issues.

12. Need to weather vane the rig to optimize wind direction and burners position.
Rotation will occur at the Schlumberger flow head swivel, care must be taken to
ensure that the Coflexip hose on the bottom of the LDIS is not rotated,

Note: Weather vaning has 10 be accomplished in maximum 30-degree increments.
Parform this operation by marking the drill pipe and rotary. Then move the rig 30-
degrees followed by rotating the drill string 30-degrees in the opposite direction
using the rig tongs. The swivel in the flow head should turn during this process
since the weight in the elevators should retard movement. Repeat this process
until the flare is oriented in the desired heading.

13. Daily UT randorm wall thickness checks.

14. The "Oftshore Air Monitoring Plan” can be found in Attachment 7,

15. In case of incident, follow the "Incident Notification Plan” in Attachment 8.
16. The pre-start up check list can be found in Attachment 6,

Rev.0
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SPU MC252-1 Q4000 Containment Procedure
Start-up, Flowback, and Shutdown

1.5. Key Risks
1. Inadvertently venting gas while flare is burning resulting in explosionffire.

2. Dropping pressure to point where water is pulled into the top hat system leading to
hydrate formation or disruption of Enterprise flow.

3. Moftat valve arrangement for MEOH injection.

8. Unable to connect the umbilical.

b. Unable to independently control MEQH injection for Q4000.

c. The gooseneck is “flimsy” and care must be taken while pumping/ operating.
4. Riser system and its limitations to “Woeather Vane”.

5. Potential for subsea or surface plugging during initial flow back due to junk shot
debris from top kili operations.

6. Operating temporary equipment as a permanent production system for an extended
period of time.

1.6. High Level Procedures & Operating Philosophy for Enterprise & Q4000 Joint
Operations

1.6.1. Purpose
The purpose of this document is to address the fundamental operating philosophy for
containment and disposal of MC-252 effluents. The goal of the joint operation between
the Q4000 and Enterprise is to maximize recovery and minimize release of hydrocarbens
1o sea while protecting the integrity of both systems.

1.6.2. Description
Containment of MC-252 effiuents is managed through the Enterprise Top Hat system and
the Helix Q4000 Incineration Process. The Enterprise can process up to approximately
18,000-STB/d and the Q4000 can process up to approximately 9,000-STB/d. The
Enterprise Top Hat system is positioned on top of the Horizon BOP stack. Any excess
production not taken by the Enterprise continues to vent to sea until an alternative off
take system that is routed to the Q4000 can be installed. Once installed, the Q4000 wili
take the excess production in order to eliminate or minimize the spill to sea.

The Enterprise system operating philosophy is well documented. The system delivers
production through a 6 5/8-in OD (5.4-in ID} drill pipe via heated marine riser to the
surface, where the well test facility processes the production stream, flares the gas and
stores the qil for future off-loading.

The Q4000 is piped up to the choke and kill lines, and delivers recovery through the
choke line connection. Production is then piped through 1,450-feet of flexible hose, and
carried to surface via a 6 5/8-in OD (5.581-in D) drill pipe to surface, where recovery is
processed and flared.

Rev. 0 BP GoM Drilling, Cormpletions & Interventions Confidential Work Product Page 9 of 161
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The primary objective is to maximize recovery to the Enterprise while minimizing losses
to the sea. Since the Top Hat system can potentially entrain water at rates untreatable
{beyond approximately 425-bbl/d water), communication between the Enterprise and the
Q4000 is essential (Q4000 Well Site Leader to Enterprise Well Site Leader} to ensure
that the well is not drawn down to the point where water is “sucked” into the system.
The Q4000 role in this operation is to extract excess recovery that the Enterprise cannot
take on board while operating within the parameters of the Top Hat system that are
established by the Enterprise process team.

The remainder of this document outlines the high level procedures for Initial Start Up,
Shut Down, Restart, and Drive Off for both Enterprise and Q4000.

1.6.3. Initial Start Up of Q4000

The Enterprise has separate procedures in place for initial start up and is not repeated
here. At the time of start up of the Q4000, the Enterprise will have been ramped up to
maximum production of approximately 18,000-STB/d. Excess production will be venting
to sea via one or more vents on the Top Hat. in order to have stable operations on the
Q4000, it is desirable to have a sustained minimum processing flow rate of 2,000-STB/d.
After all pressures have been recorded on the surface and subsea, and the Enterprise
Well Site Leader has been notified and acknowiedged its acceptance, the choke line
valves {inner and outer gas vent valves, GVV) on the Horizon BOP stack will be opened to
a closed choke on the surface test manifold of the Q4000. While the Enterprise monitors
their operations as well as the Top Hat operations, the Q4000 will ramp up to 2,000-
STB/d. If Enterprise is flowing at capacity and venting to sea is not minimized to an
acceptable level, the Q4000 will slowly ramp up, after verifying with the Enterprise it is
alright to do so, until the Q4000 is filled out or the vented production is minimized.

At the end of this procedure either hoth processes are at capacity or Enterprise is at
capacity and Q4000 is taking on excess flow (and total well recovery will be known).

164. Assumptions
» Enterprise is processing at or near design maximum of 18,000-STB/d and has
stabilized flow.
s There is no water production and at least one vent is open.

s Maximum methanol injection rate is 8-gpm via A and B lines to distribution lines to
the Top Hat and the Q4000.

« Q4000 subsea flowline system has been commissioned with approximately 16-bbl
of MEG (65wt% glycol/4bwt% drill water mixture) in the flex hoses from the LDIS
to the hard pipe choke line of the BOP stack and approximately 160-bbl of base oil
in the 6 5/8-in drill pipe riser from the surface to the LDIS.

s ROV installed acoustic pressure gauge is instalied and operating on the subsea
choke line goose neck.

e Both boilers are running and one steam exchanger is on line on the Q4000.

Rev.0 BP GoM Drilling, Completions & Interventions Confidential Work Product Page 10 of 161
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» |f the Enterprise flow rate has been choked back, verify that the dispersant
injection has been increased to account for the increased spill rate to the sea
during transient operations.

* Real time data acquisition for the Enterprise, Q4000, and subsea pressures are
being transmitted to the Houston office.

= Horizon BOP and subsea manifold valves will be operated from the Q4000.

1.7. High Level Procedure

1.7.1. Open Choke and Ramp up Q4000
Log Enterprise rates, BOP pressures, acoustic cheoke line gauge pressure and trend.

Initiate Methanol injection to the Q4000 system (Detail description in section 2.4.1).

Record Shut in Tubing Pressure on the Q4000 choke manifold (Should be
approximately 550-psi).

4. Open Q4000 adjustable choke and establish flow by taking the base ¢il back to the
100-bbl P-tanks.

5. Check BS&W and be prepared to take MEG (65wt% glycoi/d5wi% drill water
mixture) to “water” surge tank.

6. Bring flow on at approximately 1,000 to 1,200-5TB/d rate and stabilize the separator
operating pressures.

7. Bring on the water suppression system and establish efficient flaring operations on
the Q4000.

8. Monitor excess plume production, BOP pressures, and Enterprise production rates
and pressures. Verify that they are stable.

9. Verify with the Enterprise that it is ready to increase the choke on the Q4000.

10. Slowly increase the adjustable choke {Max 2/64™ at a time) or as directed until
achieving a 2,000-STB/d rate.

11. Allow flow rate and pressures to stabilize.

12. Repeat Steps 9 through 12 until the Q4000 is at 10,000-STB/d (Design Rate) or until
the vent is minimized, which ever comes first.

Rev.0 BP GoM Dirilling, Complations & Interventions Confidential Work Product  Page 11 of 161
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MC252-1 Q4000 Containment Procedure
: P Start-up, Flowback, and Shutdown

1.7.2.

Reduce Vented Production to Minimum

Scenario 1:

If vent is minimized and Enterprise is at capacity, total well production has been achieved.
This is unlikely but a possible outcome.

Scenario 2:

If venting is still unacceptable and the Enterprise is at capacity, then Q4000 processing
may be increased to reduce spilling production to sea:

1.

Monitor excess plume production, BOP pressures, and Enterprise production rates
and pressures. Verify that they are stable.

2. Verify with the Enterprise that it is ready to increase the choke on the Q4000.
3. Slowly increase the adjustabie choke (Max 2/64™ at a time) or as directed in
2,000-STB/d increments.
4. Allow flow rate and pressures to stabilize.
5. Repeat Steps 1 through 4 until the Q4000 is at maximum rate 10,000-STB/d or until
the vent is minimized, which ever comes first,
Scenario 3:

If venting is minimized and Enterprise is not at maximum capacity:

s

2.
3.
4

1.7.3.

Decrease Q4000 by 500-STB/d.
Increase Enterprise process by 500-STB/d.
Repeat 1 and 2 until Enterprise is at capacity.

When production is stable, notify the dispersant authority to reduce dispersant to
match new vent rates.

Shutdown and Restart

There are three scenarios for shut down and restart due to process interrupt,

* Enterprise shuts down and Q4000 continues to operate.
= Q4000 shuts down and Enterprise continues to operate.
¢ Both processes shut down.

A shutdown is declared long term if it is determined that the down time will excead
6-hours on either the Enterprise or on the Q4000. Adjustment to dispersant injection rate
must be made according to the level of increase in spill rate to control volatile organic
compounds {(VOC} release around vessels during shutdown.
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SPU MC252-1 Q4000 Containment Procedure
' Start-up, Flowback, and Shutdown

1.74. Enterprise Shutdown and Restart

When the Enterprise shuts down, 18,000-STB/d will vent to sea from under the Top Hat
tool. The Q4000 Well Site Leader should be notified immediately and may continue to
process at its assigned rate. Plan forward to be agreed among: Enterprise Well Site
Leader; Q4000 Well Site Leader; Well Team Leaders; Q4000 and Enterprise
Management. if the shutdown is long term, Q4000 may ramp up if it is not at maximum
¢apacity in order to take on as much of the vented stream as possible to minimize losses
o the sea,

Short Term

Once determined that the Enterprise shutdown is short term take the following steps (no
actions need to be taken at Q4000}):

1. Maintain subsea methanol injection at current established rates.

2. Observe Top Hat. Look for vertical oscillation. If the tool is oscillating, open vents, one
at a time until the tool stabilizes.

Adjust dispersant injection rate based upon recovery rate.
ROV remains on station to manage vents if vent openings have been changed.

5. When interrupt has been cleared, restart Enterprise production by opening choke until
either vent is minimized, or maximum capacity of 18,000-STB/d is achieved,

6. As the Enterprise approaches maximum capacity, vent{s) position should have been
returned to pre-shutdown position.
Long Term

Once determined that the Enterprise shutdown is long term take the following steps
{actions needed to be taken at Q4000);

1. Notify the Q4000.
2. Record current Q4000 rate.

3. 1 Q4000 is not at capacity ramp up Q4000 at 500-STB/d intervals to maximum
capacity or as per instructed by Q4000 Well Site Leader.

4. When interrupt has been cleared:
a. Return Q4000 to pre-shutdown rate recorded in step 6 if require.
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PU MC252-1 Q4000 Containment Procedure
: Start-up, Flowback, and Shutdown

1.2.5. Q4000 Shutdown and Restart

Q4000 shutdown and restart are much simpler to manage. The only consequence of
shutting down the Q4000 is that recovery equal to that which the Q4000 was processing
will be released to sea until it restarts. The Enterprise Well Site Leader should be notified
immediately because vents may need to be managed 1o prevent unstable behavior of the
Top Hat and dispersant injection rate needs to be adjusted. Methanol injection distribution
may remain in its normal operating state (split between Enterprise and Q4000) provided
that the choke line valve remains open. If the choke line valve on the Horizon BOP
remains open, the methanol injected in the choke line will eventually displace back into
the Horizon BOP and begin treating production directed to the Top Hat. Ina "short term”
shut down scenario, no manipulations of the subsea valves are required. The well is shut
in at the surface flow head on the Q4000 with pressure trapped on the subsea flow line
in order to prevent coliapse of the flexible hose. In a “long term” shut down scenario, the
flow line from the Q4000 back to the Deepwater Horizon BOP stack is flushed with MEG
(65wt % glycol/45wt% drill water mixture) and the choke line valves on the BOP stack are
closed. The subsea methanol injection will need to be maintained at the established rate
{max. approximately 8-gpm) with it no longer being split between the Enterprise and the
Q4000.

Short Term
Once determined that the Q4000 shutdown is short term take the following steps:

1. Notify the Enterprise Well Site Leader.

2. [Isolate flow line from the surface equipment on the Q4000 by shutting in the surface
flow head valves prior to bleeding off any pressures,

3. Maintain subsea methanol injection for both the Enterprise and the Q4000 at
established rates {(maximum approximately 8-gpm combined).

4. Record Q4000 production from log just prior to shutdown this will be the target rate
for restart following shutdown.

8.  When interrupt has been cleared, increase Q4000 recovery to the rate recorded in
step 4, ramping up in 500-STB/d steps until either vent is minimized, or recorded
target rate is achieved. As Q4000 returns to its target rate, close vents to maintain
steady stream from vent(s) remaining open and adjust dispersant rate.

Long Term

Once determined that the shutdown is long term take the following steps:

1. Notify the Enterprise of status and prepare to pump out all excess hydrocasbons on
surface to the flare.

2. Record Q4000 production from log just prior to shut down as this will be the target
rate for restart following shut down.

3. Maintain subsea methanol injection for both the Enterprise and the Q4000 at
established rates (maximum approximately 8-gpm combined).
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. SPU MC252-1 Q4000 Containment Procedure
: Start-up, Flowback, and Shutdown

4, Adjust dispersant injection rate to match increase in venting rate. The increase will be

equal to the rate lost by the Q4000.

5. Displace the Q4000 subsea flow line system from the surface through the
Deepwater Horizon BOP stack with MEG (55wt % glycol/dbw1% drill water mixture).

6. Discontinue methanol injection to the Q4000, maintain methanol injection to the top
hat at established rate {max approximately 8-gpm).

Close the choke line valves (inner and outer GVV) on the Horizon BOP stack.
When interrupt has been cleared:

a. Reinitiate methanol injection to the Q4000 {maximum methanol injection rate
approximatety 8-gpm for Q4000 and Enterprise combined),

b. Open the choke line valves on the Horizon BOP stack.

¢. Displace the 6 5/8-in riser on the Q4000 with base oil in order to get underbalance
for flow.

d. Perform start up procedure for the Q4000.

e. Increase Q4000 recovery to the rate recorded in step 2, ramping up in 500-STB/d
steps until either vent is minimized, or recorded target rate is achieved. As Q4000
retumns to its target rate, close vents to maintain steady stream from vent(s)
remaining open and adjust dispersant injection rate accordingly.

1.7.6. Enterprise and Q4000 Shutdown and Restart (PSD or Drive Off}

When both the Enterprise and Q4000 shut down, all recovery will vent to sea from under
the Top Hat tool. Depending on the Top Hat being used, it may become dynamically
unstable and start bouncing on the Horizon BOP stack. First priority must be given to
stabilizing the tool if this happens. Stabilization is managed by opening vents on top of the
hat. If the shutdown is long term it is likely that the vents will have to be opened to their
initial Top Hat installation position (probably ali open). Adjustment to dispersant rate must
be made 1o accommodate the new spill rate,

There is no distinction between long term and short term for the instance where both
facilities have been shut down, since there is no leverage to be gained from either facility,
and either could potentially be started before the other,

There is also little difference between shut down due to simultaneous {or near
simultaneous) recovery shut down and shut down due to drive off {such as for hurricane
avoidance).

Note: The Q4000 may not restart without the Enterprise on station, Top Hat installed,
and methanol injection aligned with the Q4000 flow line. Not having methanol
injection into the Q4000 flow line prohibits it from start-up or continuing to flow.
Methanol cannot be shut-down to Enterprise or Q4000 during recovery operations.
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. P MC252-1 Q4000 Containment Procedure
Start-up, Flowback, and Shutdown

It is therefore assumed that the Enterprise and Q4000 have been positioned and
connected to their respective systems prior 1o initiating this procedure and that their
risers / flow lines have been properly displaced for start up:

1.

10.

11.

Record recovery rate at Enterprise prior to shutdown. This is the Enterprise target
rate.

Record recovery rate at Q4000 prior to shutdown. This is the Q4000 target rate,
The Enterprise hold rate is equal to its target rate.

Ensure that methanol injection is aligned to the Top Hat and methanol injection is at
maximum rate approximately 8-gpm.

ROV remains on station to manage vents if vent openings have been changed.

Adjust vents as needed based on operating experience from initial startup. Under no
circumstances should recovery not be venting. Not venting means water is being
entrained and risk of hydrate plugging is high.

Start up Enterprise, and ramp up to the Enterprise hold rate, using established
procedures for either drive off, or restart depending on the circumstances
surrounding the shut down. Manage vent rates during ramp up to maintain
reasonable velocities and ensure proper Top Hat seal.

Establish methanol injection to the Q4000. Maintain subsea methanol injection for
both the Enterprise and the Q4000 at established rates (maximum approximately
8-gpm combined).

Start up Q4000, and ramp up to the Q4000 target rate, using established procedures.
Manage vent rates during ramp up to maintain reasonable velocities and proper Top
Hat seal.

Increase Q4000 recovery by opening choke 2/64™ per step until either venting is
minimized, or the Q4000 target rate is achieved. As the Q4000 returns to capacity,
close vents to maintain steady stream from vent(s) remaining open.

As the Q4000 approaches maximum capacity, vent(s) position should have been
returned to pre-shutdown position.
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. SPU MC252-1 Q4000 Containment Procedure
Start-up, Flowback, and Shutdown

2 Start-Up

2.1. Rig Up Flow Head and Pressure Test

Note: A meeting to discuss the operations, associated test, and potential hazards should
be discussed among the bridge, rig floor, BP supervisor, and Schlumberger test
tree supervisor.

Note:  After all of the pressure tests have been completed, a 2-in line check valve will be
installed and a final pressure test will be performed.

Note: See Figure 2 to reference all pressure test lineup.
1. Rig up Frank's 500t 10 3/4-in side door elevators to the rig’s 500t bails.
2. Break out and LD the TIW and PIS from the 6 5/8-in LDIS landing string.

3. PU and MU Schlumberger's Surface Test Tree Assembly to the 6 5/8-in LDIS landing
string and space out bottom of test tree assembly 15-ft above rig floor, see Figure 1
below. There are two options, that wiil be subject to the discretion of the rig site
leader ship team based on operational and safety considerations;

a. Option 1. Pick up and make up tree to LDIS landing string and then connect
Coflexip hoses {(preferred option).

b. Option 2: Connect the Coflexip hoses prior to picking up the SLB Surface Test

Tree.
, Swah Valve
.
= —» 6 5/8-in OTMBY Pin.
Figure 1
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- P MC252-1 Q4000 Containment Procedure
: Start-up, Flowback, and Shutdown

Note: Verify the braak over torque for the surface swivel. Experience has shown high
break over values and this figure needs to be confirmed prior to operations.

4. MU the 4-in 1502 connection on the 4-in 10k Coflexip hose to the 15K Cameron 6
Hub x 4-in 1802 crossover that has been previously made up to the flow wing of the

surface test tree,

5. MU the 4-in Coflexip hose to the 4-in 1502 crossover already made up to SDV 002
safety valve on the sand knockout vessel.

6. MU the 2-in Coflexip from the cement manifold to the 2-in WECQ kill side of the
Schlumberger test tree.

7. Jump the ROV in position at the LDIS to monitor while performing the 30-degree
weather vane test to starboard and port in order to confirm that the Schlumberger
swivel is performing by design and that the LDIS landing string does not exceed the
30-degree operating window.

CAUTION:  Prior to each pressure test make a notification that a pressure test is in
progress and have all personnel stay clear of all test areas. Record and

Chart each pressure test.

When operating “Gate Valves,” always count and record total amount of
turns it takes to close and/or open.

2.1.2. Flushing Coflexip
8. Close the swab valve and open both wing valves and keep the master valve closed.

9. Open all valves including adjustable chokes on surface well test choke manifold.
10. Open through both steam exchangers.

11. Open oil by-pass and close inlet on separator.

12. Open through oil manifold to P-tank.

13. With the cement unit, break circulation through the surface well test package with
MEG (55wt% glycol/45wt% drill water mixture) taking returns at the P-tank.

14. Shut down the cement unit when returns are observed at the P-tank.

2.1.3. Test kill wing
15. Close the kill wing valve on the Schlumberger surface test tree,

16. Pressure up with cement unit to 250 low for 5-min, 7,500 high for 15-min. After
successiul pressure test bleed off at cement unit.
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SPU MC252-1 Q4000 Containment Procedure
s Start-up, Flowback, and Shutdown

214. Test Swab, SDV 001, RIV and Landing String
17. Verify that the subsea RIV valve is closed.
18. Confirm SDV 001 is closed.
19. Open master valve on Schlumberger test tree.
20. Pressure up with cement unit 250-psi low for 5-min, 7,500-psi high for 15-min against
the RIV and Schlumberger test tree swab and SDV 001 valves.

2.1.5. Perform Negative Test Master Valve

21. After a successful 7,500-psi pressure test, hold pressure and close the Schlumberger
test tree master valve in order to trap pressure between the master and RIV valve.

22. Perform a negative test across the Schlumberger test tree master valve by bleeding
off at the cement unit to 3,500-psi and record pressure.

23. Record start pressure at the choke manifold data header and performed a 15-min
negative test.

24. Use the cement unit to pressure up against the master valve to 7,500-psi.
25. Open master valve and bleed off LDIS landing string,

2.1.8. Test Coflexip Choke Manifoid
26. Close the down stream gate valves at the surface well testing choke manifold.

27. Pressure up with cement unit to 260-psi low for 5-min, 7,500-psi high for 15-min.
After successful pressure test bleed off at cement unit.

28. Close upstream gate valves at the surface well testing manifold. Open downstream
gate valves of the surface well testing choke manifold to bleed off pressure.

29. Pressure up with cement unit 250-psi low for 5-min, 7,500-psi high for 15-min, After
successful pressure test bleed off at cement unit.
If not completed already, test Coflexip SDV 003

30. Close SDV 003 in front of the surface well testing manifold. Open the up stream gate
valves of the surface well testing choke manifold to bleed off.

31. Pressure up with cement unit 250-psi low for 5-min, 7,500-psi high for 16-rmin.

If not completed already, Test Coflexip SDV 002

32. Close SDV 002 in front of the sand knockout Open up SDV 003 in front of the surface
well testing choke manifold to bleed off,

33. Pressure up with cement unit 250-psi low 5-min 7,500-psi high for 15-min. After
successful pressure test open master valve and bleed off at cement unit,

Rev. 0 BP GoM Drilling, Completions & interventions Confidential Work Product  Page 19 of 161

2200-712-DO-PR-4154



s SPU MC252-1 Q4000 Containment Procedure
: Start-up, Flowback, and Shutdown

2.1.7. Install in Check Valve Kill Side and Test
34. Break off 2-in Coflexip for kill side of Schlumberger test tree.

35. Instali 2-in in-line check valve,
36. MU 2-in Coflexip to 2-in in-line check valve on Schlumberger test tree kill line.

37. Open SDV 001 on the Schlumberger test tree and verify choke manifold and valves
are open to the P-tank.

38. Break circulation and close kill valve.

38. Pressure up with cement unit 250-psi low §-min, 7,500-psi high for 15-min. After
successful pressure test bleed off at cement unit.

PRESSURE TEST 6 5/8 DP / LDIS
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Figure 2: Pressure Test 6 6/8-in DP / LDIS
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PU MC252-1 Q4000 Containment Procedure
L Start-up, Flowback, and Shutdown

2.2. Purge Well Test Equipment with Nitrogen to Remove Air

Flush the well test equipment system to remove air and eliminate the possibility of
creating an explosive mixture when hydrocarbons are introduced when bringing the well
on. The expectation is that there will be liquid levels at the separator and the P-tank to
help minimize the amount of nitrogen required for purge. Follow the precedure below
step by step.

1.

Purge Separator:

a.

Rig up one 24 bottle rack of N, to the needle vaive to top of the separator gas
meter run.

Close the separate inlet and bypass valves and all outlet valves (gas, oil, and
water).

Open the nitrogen bottles to the closed in separatar and build pressure to 300-psi.

d. With the pressure control valve closed, open the gas outlet valve, Operate the

f.

g.

pressure control valve to open and allow venting to HP vent flare.

Check the oxygen content at the separator's gas line needle valve. As separator
pressure drops, if the oxygen content is greater than 6%, repeat steps B-E.

if oxygen levels are less then 6%, the purge of the separator is compilete.
Repeat B-C to establish 300-psi on separator to hold for startup operations,

Purge Qil and Water Pressurized Tanks:

a.
b.

Rig up two 24 bottle rack of N» manifolded together to nitrogen header.

Rig up for injection at each gas run of the pressurized tanks. Run injection hose
from header to each tank.

Open the nitrogen valves to charge the nitrogen header.

d. Open the valves at the header to tank #1 and the valves at this tank to aliow

nitrogen to purge (displaced volume to this tank is approximately 927-scf of
Nitrogen}.

Check the oxygen content at the tanks gas line needle valve, If oxygen content is
>6%, continue with purge until levels below 6% are achieved.

Repeat the process for tank #2 and #3 starting at 2b. Total Nitrogen volume
required for the three tanks is 5,562-scf.

Final Preparations:

a.

Realign all valve positions, ensuring that flow is directed through the stearn
exchangers and into the separator (independently verify all valve positions and
discuss any discrepancies).

. Check and independently verify that all Car seal Closed Valves are just that, and

that alt Car Sealed Open Valves as per the P&ID (Attachment 9).
Light the Flare Pilots.
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MC252-1 Q4000 Containment Procedure
Start-up, Flowback, and Shutdown

o

2.3. Flush 6 5/8-in DP, LDIS, Coflexip Hose to Underbalance Well

23.1.

232

@ ™~ 0 o

Install new ¢harts on chart recorders.
Hold Safety Meseting.

Check that flare pilots have remained lit and that chart recorders are functioning.
. Triple-check all valve positions. Have all valve positions independently verified by

another crew member. Discuss any discrepancies.

h. Synchronize watches.

i. Verify that good communications exist between the rig, the heliport, and the
office and all other vessels in the field.

Note: After startup, if the buming needs to be switched from continuous to batch
oparations, turn on the Nitrogen to the P-Tanks for 15-minutes prior to shut down,

Open RIV

Note: See to Figure 3 to reference the displacement operation.

1. Keep the swab valve open, there will be a pressure gauge installed on top. Open
shut down valve (SDV 001). Isolate the well test system by closing the upstream
gate valve on the choke manifold.

2. Open the master valve {if not already done) and kill line.

There is 4,000-psi trapped in the subsea manifold. Verify trap pressure in the subsea

manifold at the choke line acoustic gauge with ROV. Based on the pressure at the
acoustic gauge calculate the difference between the acoustic gauge reading and the
hydrostatic column of sea water at the Cameron manifold subsea valve V2 in order to
determine the amount of pressure to apply in order to equalize across valve V2 before

opening it.

Note: Verify calculations with Well Test A_dvisor {Mike Ward).
4. The seawater calculated hydrostatic is 2,232-psi at valve V2.

5. Open RIV (see Attachment 10) and pressure up to calculated value from Step 3 in
order to equalize pressure at the subsea manifold, Record the volume pumped.

Open Subsea Manifold Valves

6. Open V2 and V3 valves on Cameron subsea manifold, per the diagram below. This
will open communication from surface to the closed gas vent valves of the choke line
on the Horizon BOP Stack.

7. Record static pressure at the acoustic subsea gauge and surface pressure at the
Schlumberger closed in choke manifold.

Note: Verify pressures with Well Test Advisor {Mike Ward).
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. SPU MC252-1 Q4000 Containment Procedure
Start-up, Flowback, and Shutdown
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Figure 3: Displace Diagram

23.3. Perform Flush

8. Bleed off pressure through the surface well test equipment to seawater gradient,
compare bleed back volume with volume pumped.

Note: Do not exceed 1.5x the amount of velume pumped while bleeding back to the
surface well test equipment. i this volume is reached, shut-in, record pressures
and notify Houston office.

9. Have ROV confirm pressure at the acoustic gauge on the choke line gooseneck.
Then have ROV open the valve at the 2-in Moffat (see Attachment 11).

10. Flush system by pumping the following fiuid at 4-bpm (to avoid eroding Moffat valve):
a. 20-bbis of 11.0-ppg CaCl, brine.
b. 25-bbls of 8.97-ppg MEG (55wt % glycol/45wt% drill water mixture).

¢. 160-bbls of 6.6-ppg base oil, this will spot the base oil within 1 to 2-bbls of the 2-in
Moffat.
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SPU MC252-1 Q4000 Containment Procedure
S Start-up, Flowback, and Shutdown

Note: A 6.6-ppg base oil column to the flow head will create approximately 500-psi
U-tube pressure to the seawater head at the Moffat vaive.

11. After flushing is finished, have the ROV close the valve at the 2-in Moffat. Close the
kill line on the flow head to isolate the cement unit. Close the upstream gate valves
of the surface choke manifold. Monitor the 500-psi U-tube pressure against the
closed upstream gate valves of the surface choke manifold.

12. Instruct ROV, to connect one of the Enterprise umbilical to the 2-in Moffat so it can
pump MECH into the Q4000 system.

2.4. Initiate Flow to Q4000
24.1. Pre-Flow Check List

1. Review BP and Schlumberger Pre-Start Up Checkiist (Attachment 6) and perform
walk through of the equipment.

2. During walk through, verify that the initial fiow will be through the sand knockout in
case there are solids produced during flow back and that there is a by-pass (flow may
be limited as the stream would go from a 3 1/16-in down to 2 1/16-in). Sand knockout
is installed in case there is any debris that is flowed back due to the junk shot during
top kill operations.

3. \Verify that the Separator has been purged with nitrogen, that & water level has been
left in it, and that it is pressurized to 150-psi with nitrogen since it will not be
bypassed on initial start up.

4. Verify that any exposed pipe or valves in steam service are insulated {or isolated) to
prevent personne| frorn coming into contact and potentially being injured.

5. Ensure that the Defoamer and Demulsifier are hooked up and that the pumps
operate property.

6. Wax deposition is not expectad, however, Schlumberger will periodically test the
BS&W leg of each well test vessel for wax deposition. In addition, subsea pressure
trends will also be monitored for indications of paraffin buildup.

7. The operability of the oil steam exchangers are critical as they provide the necessary
heat to eliminate potential low temperature issues with the flare system.

8. Surface methanol injection is available to assist in suppress hydrate formation.

9. Verify that the water curtain is set up and operational and ensure that a low pressure
shut-down set at 50-psi is installed on the water curtain booster pumps.

10. Verify that everyone has their proper PPE for chemical and hydrocarbon handling.

11. Verify that the valves on the choke manifold are closed.

12. Verify that the valves on the oil manifold have been properly aligned and placed in the
correct position as per P&!D (Attachment 9).

13. Establish a baseline UT survey of wall thickness prior to start up.
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__ SPU MC252-1 Q4000 Containment Procedure
o Start-up, Flowback, and Shutdown

14, Verify that the methanol injection line has been connected to the 2-in 6k Moffat valve
and pressure tested to 4,000-psi if possible,

15. Obtain the BOP flowing pressure upstream of the closed Gas Vent Valves.

18. Record subsea system pressure off the acoustic gauge downstream of the closed
Gas Vent Valves.

17. Hold pre job start up meeting between the Enterprise and the Q4000 to review
operating plan and verify the PIC on each cperation and what the primary and
secondary communication paths are going to be between the two vessels,

18. Verify ROV and Methanot operating plans for the operations.

19. Verify that the thermal control on the heat exchangers are alarmed and being
recorded on the data acquisition systern in order to give warning of potential hazard.

20. Every 6-hours check fuel levels on compressors, boilers and utilities. Refuel as
require.

21. BP Wheil-site leader to conduct Emergency Shut-down drill and test of the Emergency
Shut Down system, utilizing communications plan.

Note:  The plan is to begin pumping methanol into the 2-in Moffat valve of the Q4000
line, open the Gas Vent Valves, and to initiate flow into the Schlumberger
Separator. The initial base oil used in the flow line displacement will be sent to the
flare boom from the P-tank.

Note: Lack of visibility from the oil plume coming out of the Top Hat may not allow the
jumper line to be safely pulled from the Top Hat and reconnected to the 2-in
Moffat vaive. As a result, this will have to be an on-site decision between the
Enterprise and the Q4000 and could dynamically change with flow or subsea
currents. If and when it is agreed that it is safe to do this operation. it should be
performed even if it is after the Q4000 start up. Not having the methanol injection
into the Q4000 flow line will not prohibit it from start-up or continuing to flow.
Methanol can not be shut-down to Enterprise.

Methanol injection System

The methanol distribution system consists of a single 6 line umbilical from the Enterprise
that splits subsea with “A” line containing 2 lines and “B” line containing 4 lines. The test
rates through the lines are as follows:

» A-Line: 5gpm at 10,000-psi.

e B-Line: 8-gpm at 9,200-psi.

e A & B Combined: 8-gpm at 6,000-psi.

The only way to control down hole distribution between the Top Hat and the Q4000 line
is by dictating which line is connected to 2 particular entry point and by the “path of least
resistance”. At this time, it is assumed that the “A" line will be connected to the 2-in
Moffat for the Q4000 and the “B"” line will remain attached to the Top Hat. There are two

methanol pumps on the surface on the Enterprise, with only one being utilized at the
present time.
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MC252-1 Q4600 Containment Procedure
Start-up, Flowback, and Shutdown

242,

Follow the Unload Fluid / Begin Clean-Up / Flow Procedure

1. Notify Enterprise and Position Personnel:

a. Make final confirmation with the Enterprise that methanol injection was initiated
into the Q4000 line,

b. (1) men on rig floor, {1) man at the Choke Manifold / steam exchanger / Chemical
Injection, (1) man at the Steam Boiler, (2} men at the separator / Chemical
Injection, {2) at the Surge Tanks and Qil Manifold, (2) at the compressors, pumps
and flare booms, (2) for PTVx and data acquisition.

2. Unload Fluid and Begin Clean-Up:

a. Ensure that the entire Safety System is active.
Note: The PSL’s will ba by-passed until the setting pressure has been achieved. The

PSL's to be manually monitored until this oceurs and then reactivated.
Verify that all valves on the surface Choke Manifolds are closed.
Open downstream valve on adjustable choke side of the Choke Manifold.

®» g2 0O

. Close kill valve and Open Swab valve on flow head.
. Open Fiowhead's Master Valve, then wing valve to walk pressure to inlet of the

Choke Manifold.

f. Open Separator inlet valve. Make sure dump lines are lined up to Surge Tanks.
Record shut-in tubing pressure, tubing temperature and casing pressure.

g. Open choke manifold valve to adjustable choke set on approximately 16/64-inch
on Choke Manifold.

h. Increase choke to begin flowing well. Maintain separator pressure at 300-psi while
flowing vvell and observed liquid levels.

i. Start setting the Separator's levels as the back pressure should be set.
J. Setlevel controllers on the Separator and monitor back pressure.

k. When the Separator back pressure is set and the levels are set and the flow is
stable, lower the orifice plate.

I. Set both level controllers on the Separator and monitor both the Separator back

pressure.
3. Begin Flow Test:

a. Monitor and record the volumes coming back into the P-tanks. Announce when
120-bbls of the base oil have been recovered,

Note: This Is 40-bbls prior to getting the 1.6-bbls of 14.2-ppg CaBr; interface.

b. Begin Test Phase. Report and record readings minimum every 30-minutes.

c. Man and Monitor equipment.
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P MC252-1 Q4000 Containment Procedure
Start-up, Flowback, and Shutdown

Note:  Monitor all 3-in lines, particularly the 3-in Inlet line for vibrations during flow
operations.

d. Set the injection rate on the defoamer and demulsifier chemicals.
e. Walk the gas line to the flare with a gas detector checking for leaks.

f. Open the manual steam valves on the two steam exchangers and set the
temperature controllers at 120-degrees Fahrenheit,

g. Close and lock closed the Oil By-Pass Valve on the Separator.
h. Lock Open the Separator Inlet Valve,

i. Periodically walk the piping of the Production Test Equipment, checking
connections with detector.

j. Continue to flow the well on the adjustable choke to the 100-bbl P-tanks through
the 3-way valve.

k. Continue flowing the well as directed by Well Test Advisor (MW).
Note: The base oil will be burned and not stored.

Note: Once the choke setting has been established, set the second adjustable choke to
the same setting and lock in place.

Note:  Oil may be burn off either in a batch or continuous mode. Whenever thae pumps
are operating they are heing continuously monitored.

Note: There ara 2 x 100bbl P-Tanks.
Follow the “Qil Burning Procedure” in a step by step process:
4. Light flare pilot:

a. Open the supply valve on the 250-gal propane tank. The propane tank will be
monitored during the course of operations and it has a fire loop onit.

b. Set the propane tank and air mixture according to the directions on the ignition
box.

c. Using the remote ignition system, engage the button and light the pilot.
d. Visually confirm the propane bumer pilots are lit,
5. Start the air flow to the burner head:

a. Start four of the 1,500-CFM air compressors and allow to warm up for 5-minutes.
(There are six air compressors onboard the rig.).

b. One at a time, open each air compressors air discharge valve until ail four
compressors are in operation.

c. Ensure air flow at the burner head is constant and unobstructed.
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Start the water screen (Heat suppression system.):

a. Ensure the water screen manifold system is properly lined up with the valves
open to the spray nozzles.

b. Open the rigs sea water supply valve to the water screen manifold.

c. Start the water screen jet pump and engage the drive.

d. Visually inspect the water spray pattern to ensure all nozzles are free from
plugging.

Line up tank and manifold valves before burning:

Open the inlet valve on the oit manifold at the burn pumps tie in point.

QOpen the oil discharge on the oil manifold that leads to the flare.

Ensure that the valve that isolates the burn path from the separator path is closed.

Open Qil Tank manual and actuated discharge valves.

Engage the pump to send the oil to the burner.

Visually inspect the burner head to ensure the cil has ignited. If it has not ignited
stop the pump and troubleshoot,

g. If the oil is burning take temperature readings at various rig locations that are
exposed to ensure the water screen is adequate.

h. Continue to burn the oil until the tank reaches approximately 15-barrels.
i. Shut down the pump then ciose the oil tank discharge valve.

- 0o p o T o

j. The Evergreen oil shuttle vaive is set to manual mode and will be charged
between 50 and 60-psi. When the oil line pressure reaches this point the shuttle
will close not allowing any oil to escape from the burner head. This 50 to 60-psi
will be trapped in the oil line and must be bled off. This can be done by opening
the oil manifold valves that divert back to the Oil Tank.

If flare shutdown is needed, follow the following procedure.

a. Once the well is shut-in and isolated, atlow the oil and gas lines to the burner to
depressurize and the flare to extinguish.

b. Do not isolate the Propane to the pilots until all the effluent is completely burmed
off.

¢. Upon completion of burning, turn off the Propane, Air and Water, in that
sequence. This will prevent any fall-out of burning Hydrocarbon droplets into the
sea,

d. Do not close ali Gas and Qil diverter valves to the burners. A relief route must be
open in the event of an emergency venting.
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9. Once gas hits surface, direct the flow to the flare:

Note:

Note:

During flaring operations it may he necessary to weather vane the rig to optimize
wind direction and burner position. This has to be accomplished In maximum
30-degree increments. Perform this operation by marking the drill pipe and rotary.
Then move the rig 30-degrees followaed by rotating the drill string 30-degrees in
the opposite direction using the rig tongs. The swivel in the flow head should turn
during this process since the weight in the olevators should retard movement.
Repeat this process until the flare is oriented in the desired heading.

Any adjustment of rig heading needs to be communicated to the Enterprise and
other vessels in the area prior to rig heading change, Assess the risk of changing
heading while flaring, currently there are not foreseen reasons to discontinue
flaring.

10. Hold the fiow rate constant until the flow through the system has stabilized. Record
the flow rate, pressure, and temperature and the surface choke manifold as well as
the subsea readings.

Note:

Note:

When rate is stabilized, switch to a fixed choke in order to achieve Jonger and
more stable flow,

See Figure 4 through Figure 6 to reference to underbalance and flow operations.

UNDER BALANCE

EAlA B

SUBSEA LD

AL I Ty

Figure 4: Underbalance Diagram
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Figure 5: Unload/Flow Diagram
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Figure 6: Initial Underbalance

2.5. Increase Flow to Optimum Rate

1. After the well test equipment is lined out continue to open the adjustable choke,
2/64" at a time, monitor for about 30-min to 80-minutes or untit stabilized. The goal is
to have the rate reach 2,000-bfpd.

2. Record stabilized flow rate, pressure, and temperature at each choke adjustment.
This data will be referred to in the event the Q4000 is restarted after a shut-in. Also
check for solids in each shake-out to make sure sand isn’t being produced.

Note: If solids are produced, inform the Enterprise immediately.

3. In addition random UT wall thickness survey measurements will be taken on a daily
basis and the frequency adjusted accordingly based upon flowing parameters,

4. Increase rate by increasing choke opening in 2/64" increments.
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3 Flow Back

Cantainment of MC-252 effluents is managed through the Enterprise Top Hat system and
the Helix Q4000 Incineration Process. Normal flowing operations are shown in the
following diagram (See Figure 7).

UNLOAD / FLOW
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Figure 7: Unload/Flow Diagram

3.1. Maintain Stable Optimum Rate

The Q4000 may incur various stages of shut in periods during flow back operations and
they can be classified as either short term or long term. These shut in periods may either
be planned or unplanned in nature.

Note: The Q4000 may not restart without the Enterprise on station, Top Hat installed,
and methanol injection aligned with the Q4000 flow line. Not having methanol
injection into the Q4000 flow line prohibits it from start-up or continuing to flow.
Methanol cannot be shut-down to Enterprise or Q4000 during recovery opserations.

Note:  As long as thers is not water in the system, operations can occur without
Methanol injection in the Q4000line, However, it is believed that Mathanol
injection should occur as a preventive measure. Enterprise Methanol injection is
critical due to the volumes being produced and the naturs of the rig up.
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3.2. Planned Short Term Shut-Down

A short term shut down involves a time period less than 6-hours. The flow is shut in at
the well test choke manifold on the Q4000. Then the wing valve and master valve on the
flow head are closed and the pressure trapped on the subsea flow line system. There is
no manipulation of the subsea valves on either the manifold or the Horizon BOP stack.
Adjustments of vents on the Top Hat or dispersant injection may need to be made.

Note: See to Figure 8 for reference on Short Term Shut Down,

1. Notify the Enterprise of current status and action plan, so the Enterprise can manage
their operations including production upset.

2. Shut down well test operations by closing the flow line wing valve (SDV-001) on the
surface flow head.

3. Foliow “Normal Shutdown Procedure” to complete the Well Test Equipment
shutdown in a controlled manner. Follow this step by step.

4, Bypass PSLs:

a. At the master panel bypass the PSLs on the flowline segments downstream of
the choke manifold.

b. Bypass the separators PSL at the separator ESD panel.
5. Raise the gas meter orifice plate:

a. Raise the orifice plate in the Daniels orifice meter.
6. Notify BP Rep. and control room of upcoming shut in:

a. Notify the BP Rep. of the planned shut in.

b. Notify the Dynamic Positioning Officer (DPO) of the planned shut in.
7. Shutin the well:

a. Close the upstream valve on the active side of the choke manifold.

b. Close the downstream valve on the active side of the choke manifold.

8 Maintain subsea methanol injection to the Enterprise and Q4000 (maximum combine
injection rate approximately 8gpm).

9. Isolate the problern, develop a safe action plan, have pre-job safety meeting and
correct the problem.

10. Record all pre-shut in pressures and rates for reference during start up procedure.

11. Prior to opening back up for flow, contact the Enterprise and verify that they are
ready for the Q4000 to come back on line.

12. Open the wing valve on the flow head to a closed choke. Follow start up / flow back
procedures and ramp the well back up to its pre-shut in rates per Section 2.5.
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SHORT TERM SHUT DOWN (SURFACE SHUT-IN)
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Figure 8: Short Term Shut-down Diagram

3.3. Emergency Shut-Down

In an unplanned shut in such as a drive off situation, the well is shut in at the RIV in the
LRA1 of the LDIS and the quick release connector (QRC) is activated. In addition, the Pod
Emergency Termination Unit (PETU) of the Horizon BOP is activated.

Note: See to Figure 9 to reference for Emergency Disconnect Shut In.

Close RIV {< 10-sec activation time) see Attachment 10 on the LRA1 as per emergency
disconnect procedures.

Note: Notify the Enterprise of current status and action plan.
1. Activate the QRC {70-sec disconnect time) as per emergency disconnect procedures.
2. Use the PETU to close the valves on the Horizon BOP {Inner and Outer GVV).

3. Shut down well test operations by shuiting in at the choke manifold followed by
closing the wing valve and master valve on the flow head.
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4. Follow “Emergency Shutdown Procedure” step by step to complete the well test
equipment emergency shutdown in a controlled manner.

5. Emergency shut in:
a. Pull an ESD station button,
6. Shut down the steam to each boiler:
a. Manually close the steam outlet valves on each boiler.
7. Shut down chemical injection:
a. Turn off each chemical pump by closing its air supply valve.
8. Shut down burn operation:
a. Turn off oil pump.
b. Shut down air compressors.
9. Shut down water suppression system.
10. Record all pre-shut in pressures and rates for reference during start up procedure.

EMERGENCY DISCONNECT SHUT-IN
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Figure 9: Emergency Disconnect Shut-in Diagram
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3.4. Restart After Short Term Shut-Down

The flowline valve on the surface flow head is closed and the pressure trapped on the
subsea flow line system. The subsea valves and the manifold or the Horizon BOP stack
are open.

1. Review the recovery rate and pressure just prior to shut-in {per Section 1.2), this will
be the target rate and pressure for the Q4000 to re-establish flow.

Notify the Entarprise that flow to the Q4000 is about to begin.
Notify surrounding vessels in field that flaring operations on Q4000 will begin.
Confirm that MEOH is being pumped into the Q4000 system.

Open the upstreamn choke rmanifold valve to the adjustable choke that has been set
oh a 16/64 choke setting in order to initiate flow.

oo R

6. Open choke manifold valve to adjustable choke set on approximately 16/64-inch on
Choke Manifold.

7. Increase choke to begin flowing well to the Separator. Monitor Separator pressure
and liquid levels.

8. Set the injection rate on the defoamer and demulsifier chemicals.
9. Walk the gas line to the flare with a gas detector checking for leaks.

10. Open the manual steam valves on the two steam exchangers and set the
temperature controllers at 120-degrees Fahrenheit.

11. Close and lock closed the Qil By-Pass Valve on the Separator.
12. Lock Open the Separator Inlet Valve.

13. Periodically walk the piping of the Production Test Equipment, checking connections
with detector.

14. Continue to flow the'well on the adjustable choke to the 100-bbl P-tanks through the
3-way valve.

15. Continue flowing the well as directed by BP.,
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4 Long Term Shut-Down (LTSD)

A long term shut in involves a time period greater than B-hours in duration. In a planned
shut in, the well is shut in at the surface of the Q4000. All surface volumes of stored
hydrocarbon fluids are burned off. The subsea flow line is displaced from surface to the
Horizon BOP stack with MEG (55wt% glycol/45wt% drill water mixture}. The subsea
methanol injection is redistributed 1o the Top Hat and the gas vent valves on the choke
line of the Horizon BOP and valves of the subsea manifold are closed. Adjustments of
vents on the Top Hat and dispersant injection may need to be made.

Note: See to Figure 10 to reference to Long Term Shut Down.

1. Shut down well test operations by shutting in at the choke manifold followed by
closing the wing valve (SDV-001} and master valve on the flow head.

Note: Notify the Enterprise of current status and action plan.

2. Maintain subsea methanol injection for both Enterprise and Q4000 {maximum
combine rate approximately 8-gpm).

3. Record all pre-shut in pressures and rates for reference during start up procedure.

4, Determine a time period to burn off all stored surface hydrocarbon volumes and / or
gas pressure from equipment in order to perform safe operations.

8. Verify with the Enterprise that they are ready for the Q4000 to start the subsea flow
line displacement.

WARNING: Make it clear to the Enterprise that "MFG (65wt glycol/45wit?. drill water

mixture}” will be pumped all the way to the subsea BOP stack and there is
a potential for the Enterprise to see this mixiure.

6. Make subsea flow line displacement as follows:

a. Verify that the fluid in the line from the cementing unit to the kill side of the flow
head is filled with the MEG (55wt% glycol/dbwt% drill water mixture) and that
there is at least 200-bb! of useable volume in the pits.

b. Pressure test line from the cement unit to the kill valve on the flow head to
7,500-psi with MEG (55wt% glycol/45wt% drill water mixture).

c. Bleed pressure back to 500-psi above the shut in tubing pressure of the flow line
side of the surface flow head.

d. Open the kill valve and master valve on the flow head.

e. Using the cementing unit, begin bull heading MEG (55wt% glycol/45wt% drill
water mixture) down the flow line, through the subsea system, and taking returns
through the upper choke valves (GVV) on the Horizon BOP stack into the
Enterprise flow stream.

f. Pump a total of 162-bbls in order to make full flow line displacement to the BOP
stack with MEG (55wt% glycol/45wt% drill water mixture).
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SHJ MC252-1 Q4000 Containment Procedure th

g. Shut down pump.

h. Di inue Q4000 methanol injection; do not di inue Top Hat methanol
injection,

i. Close the Quter Gas Vent Valve on the subsea BOP stack (see Figure 10},

|. Close the Inner Gas Vent Valve on the subsea BOP stack (see Figure 10).

k. Pressure test flow line system to 1,000-psi for 15-min, to contirm the Choke
Valves [GVV's) are closed and holding.

LONG TERM SHUT DOWN (SHUT-IN)

Flgure 10: Long Term Shut-down Diagram

7. Depending on the reason for the planned shut in, additional subsea valves such as
{RIV, V2, or V3) may need to be manipulated.

8. Flush and purge surface system as required per Section 2.2.
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9. See other attachments as necessary:
« A 12: Schlumberger Weil Test Process Flow Diagram
= Attachment 13: Critical Isolation Requirements
. A 14: Boarding Pre vs. Curves

« Attachment 15: Cause and Effect / Safe Charts

+ Attachment 18: Landing String Specifications

= Attachment 17: Q4000 Contact List

» Attachment 18: Q4000 Shut Down Requirements

4.2. Surface Shut-Down

The well test equipment system should be flushed to remaove air/gas and eliminate
possibility of creating an explosive mixture when hydrocarbons are introduced when
restarting the well, As per Section 2.2,

4.3. BOP Coflexip / Landing String Displ t

The subsea flow system is displaced from the rig floor of the 04000 to MEG (55w1%
glycol/aSwt% drill water mixture) with a density of 8.97-ppg.

4.4. BOP Subsea Manifold Isolation
The Quter Gas Vent Valve and the Inner Gas Vent Valve on the subsea BOP stack will be
close and pressure tested to 1,000-psi.

4.5. Contingency LTSD [Special Case / Leak Und ath Flowhead Swivet)

There are two cases to be considered when there is a leak on the surface flow head
11).A Jeak below the Master valve and {2) A leak above the master valve, Based on the
severity of the leak, remediation decisions will be made on site.

45.1. Case 1: Leak below Master Valve
In this scenario with a leak below the master valve, there is no way to isolate the leak
other than closing the RV and allowing the pressure to bleed off through the well test
equipment. Based on the saverity of the leak, the decision to displace the subsea flowline
back through the 2-in Moffat valve will need to occur on the rig. The wax content is
1.77% and the Wax App Temp (WAT) is 90-deg F, but severe wax
deposition is not anticipated with severe cooling and time.
1. Isolate the leak by closing the RIV (see Attachment 10} in the LRA1.
Note: During Steps 1 and 2, notify the of the and actions to ba taken.
2. Close the V2 valve on the Cameron subsea manifold with sn ROV.
3. Continue to open up the surface choke through the well testing equipment removing

the gas cap off of the LDIS landing string as quickly and safaly as possible.

4. Make p jons ta have the start bull heading down the landing string.
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5. Once pressure is bled off, close the surface choke manifold and have the cement
unit start loading the L.DIS landing string with the 55 / 45 glycol and water mixture.

6. Once pump pressure increase is observed at the cement unit or at the surface choke
manifold, shut down the cement unit and monitor for further leaks or pressure
increases.

7. If the pressure increase is noticed, open up surface choke manifold to surface well
equipment and bleed off pressure to the P-tanks.

Rig to Make Decision on Flowline or No Flowline Displacement.
if Flowline Displacement chosen, follow steps 8-10 below.

8. If the leak will allow the subsea flow line to be displaced, then it should be displaced
as follows:

a. Notify the Enterprise of action plan and have the ROV standing by at the 2-in
Moffat vaive to open it.

b. Shut the fail safe wing valve (SDV 001) on the surface tree.

Pressure test the line from the cement unit to the Kkill valve on the surface tree to
7,500-psi with the 55 / 45 glycol and water mixture and verify that there is at least
200-bbl of useable volume in the pits.

Close the Outer Gas Vent Valve on the Horizon subsea BOP stack.
Close the Inner Gas Vent Valve on the Horizon subsea BOP stack.

2

Open V2 valve on the Cameron subsea manifold.

e ~ 0o o

. Pressure up above the RIV valve with 55 / 45 glycol and water mixture to equalize
across it. Open the RIV valve.

h. Have the ROV open the 2-in Moffat valve.

i. Using the cement unit, begin bull heading the 55 / 45 glycol and water mixture
down the fiow line, through the subsea system, and take returns out the 2-in
Moffat valve while observing with the ROV.

j.  Once ciean glycol water is observed coming out of the Moffat vaive, shut down
the cement unit and have the ROV close the Moffat valve.

k. Bleed off any trapped pressure on the surface.
I. Close the RIV valve,
m. Change out the surface test tree.

9. RD the coflexip hoses from the surface test tree. Break out the surface test tree and
replace with backup tree and test as stated in Section 2.1.

10. Perform displacement and start up as stated in Section 2.3, 2.4, and 2.5.

I No Flowline Displacement chosen, follow steps 11-14 below.
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45.2,

11. If it is determined that the leak is to severe to make the displacement, then leave
well isolated with the landing string loaded with 55 / 45 glycol and water mixture and
the RIV and V2 valves closed.

12. Formulate a safe action plan and notify the Enterprise of the plan.

13. RD the coflexip hoses from the surface test tree. Break out the surface test tree and
replace with backup tree and test as stated in Section 2.1.

14. Perform displacerment and start up as stated in Section 2.3, 2.4, and 2.5.

Case 2: Leak Above Master Valve

In this scenario with a leak above the master valve, the leak can be isolated by closing the
master valve and the RIV valve. The pressure will be bled off through the well test
equipment. Based on the severity of the leak, the decision to displace the subsea flowline
back through the 2-in Moffat valve will need to occur on the rig. The wax content is
1.77% and the Wax Appearance Temperature (WAT) is 90-degrees F, but severe wax
deposition is not anticipated with severe cooling and time.

15. Isolate the leak by closing the master valve on the surface tree followed by closing
the RIV (see Attachment 10) in the LRAT.

Note: During Steps 1 and 2, notify the Enterprise of the situation and actions to be taken.

16. Continue to open up the surface choke through the well testing equipment removing
the gas cap off of the top of the surface tree master vaive as quickly and safely as
passible.

17. Make preparations to have the cementer start bull heading down the landing string.
Ri Make Deacision on Flowline or No Flow lacement.
f Flowline Di ement chogen, follow steps 18- elow.

18. If the leak will allow the subsea flow line to be displaced, then it should be displaced
as follows:

a. Notify the Enterprise of action plan and have the ROV standing by at the 2-in
Moffat valve to open it.

b. Shut the fail safe wing valve (SDV 001) on the surface tree.

¢. Pressure test the line from the cement unit to the kill valve on the surface tree to
7.500-psi with the 55 / 45 giycol and water mixture and verify that there is at least
200-bbl of useable volume in the pits.

d. Close the Quter Gas Vent Valve on the Horizon subsea BOP stack.
e. Close the Inner Gas Vent Valve on the Horizon subsea BOP stack,

f. Pressure up above the surface tree master valve with 55 / 45 glycol and water
mixture to equalize across it. Open the master valve valve.

g. Open the RIV vaive.
h. Have the ROV open the 2-in Moffat valve.
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i. Using the cement unit, begin bull heading the 55 / 45 glycol and water mixture
down the flow line, through the subsea system, and take returns out the 2-in
Moffat valve while observing with the ROV.

j.  Once clean glycol water is observed coming out of the Moffat valve, shut down
the cement unit and have the ROV close the Moffat valve.

k. Bleed off any trapped pressure on the surface.
I. Close the RIV valve.

m. Change out the surface test tree.

19. RD the coflexip hoses from the surface test tree. Break out the surface test tree and
replace with backup tree and test as stated in Section 2.1,

20. Perform displacement and start up as stated in Section 2.3, 2.4, and 2.5.

If No Flowline Displacement chosen, follow steps 21-24,

21. Ifit is determined that the leak is to severe to make the displacement, then leave
well isolated with the RIV and master valve closed.

22. Formulate a safe action plan and notify the Enterprise of the plan.

23. RD the coflexip hoses from the surface test tree. Break out the surface test tree and
replace with backup tree and test as stated in Section 2.1.

24. Open up the master valve and RIV valve and begin flow back through the well test
equipment as stated in Section 2.5.

Reference Documents can be viewed on line on the BP Sharepoint Site. Contact Q4000
Wells Team Leader these docurnents.
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1 Communication Plan

1.1, intraduction

The purpose of this document is to discuss the Q-4000 field communications plan during
ail flowback operations on the 0Q-4000 rig. This document describes the method of
communication between the Q-4000 and other vessals in the field, the Enterprise, the
ROVYs, and the test crew on the deck of the Q-4000, as per the diagram below.

Q-4000 Flowback Communications Diagram

“ Y wen
r L4

S

WSL & Production Only

Dwact phone and sat phong
Encrypted radios Lo discuss
production mangusations

BP rathos capable of communicabion
across Q000 wel lost spread on
Soparals ¢ i

WBL & EP Provation Criy
SErGyol ot Raciys ard Pronms)

1.2. Communications Equipment and Statement of Requirements

The following requirements are necessary 1o establish adaquate field communication
during Q-4000 flow operations:;

« Capability to beam an InterAct transmission of production pressure, temperature, rate,
and other production data via internet as quickly as possible (reatHtime) from the
-4000 to Enterprise and Houston.

* Capability to view acoustic pressure data wia Process Net on 0-4600, Enterprise, and in
Houston.

« Capability for WSL and BP Production Leads on 0-4000, Enterprise, and in Houston to
be able to speak directly to one another on phone and secure radio.

Rev. 0 BP GoM Drifling, Completions & Interventions Confidential Work Product Page 40f &
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« Capability for ROV operators to be able to speak to ore another between (-4000 and
Enterprisa (and any other ROV vossels in area).

+ (apability for C-4000 parsonnel to see the video of each ROV operation.

¢ A0 intrinsically-safe head-sets for radios dedicated to the Q-4000 and Enterprise
tlowhack operations.

+ The well test crews on both Enterprise apd Q4000 will have multiplechanne! radwos,
with one channet dedicated to the field leadership. Radios shouid also have enough

channed options 1o accommodate additional production vessels possibly coming to
MC252.

1.3, Vessal SIMOPs

Normat Simops Vessal communicatian will utikze VHF channets on marine band radio.
These vessels include Fire boats and Tankers f Barges. Refer to Table 1, “MC 252 VHF
and UHF Communications Plan™ at the end of this document for complete information on
all vessal communications.

1.4. ROV Operations

The Enterprise and (-4000 will be conducting ROV operations throughout the start-up,
flowback, and shut-down operations, and as such will need to communicate with all ROV
vessals. Close commurucations betwaen the Enterprise and Q-4000 ROVs is essential.

The foltowing summarizes the ROV assignments between Enterprise and Q-4000:

* One Enterprise ROV will be utilized to hook up the methanol injection pigtail to the
Choke line goose neck for Q-4000 proguction. At other times it is utilized to inspect
the Enterprise flowback riser, LMRP, ate.

¢ The second Enterprise ROV will be monitoring the Top Hat Plume on top of the
Honzon BOP at all times.

¢ The Q-4000 Venom ROV will be manipulating the Junk Shot Manitold valves when
required, and inspecting the fiow path from the Horizon BOP back to the Q-4000 LDIS.

+ The second Q-4000 ROV will be used to monitor the 0-4000 LDIS.

+ The Scandi Neptune will be using its two ROV's to deploy dispersant in the oll plume
at the top of the Horizon BOP.

Asin previous Top Kill operations, all ROV monitoring will take place on VHF Channel 10.

This information is also found in Table 1.

1.5. Flow Operations

During flow operations, the Enterprise and Q-4000 will use dadicated UHF Channats for
communications (g.g. start-up, procedure steps, flow rate optimization, shut-down, etc)
using BP awned radios. Two channels will be repeaters channels [1 and 2), and each rig
will have 4 additional dedicated "talkaround”™ channels far their individuat work groups on
eachrig.
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161,

16

It is critical that one repeater station {Channed 1) be dediceted between the Enterprise and

04000 for flowbeck communication, since unexpected changes in production from eitter
g can cause sea water contamination amd hydmte off either or both of the flow streems.

The second repeater channe! {Channel 2} will be used for spacial purpose
comwnunications. The repeaters can be monitord by Houston staft via the base station it
both thet field and Houston base statinns ace set on the same channet.

When the 04000 is ready t© begin burning the hydrocarbons thiough the fiare system, it
wilt be necessary to communicate this action to all vessels in the Tield via the VHF
communications as specified in Table 1.

Test Deck Crews

The Schimberger {(SLB), FMC, Cameron Conrols, and athes wark groups involved in key
operations on the deck of the Q4000 will be equipped with BP intrinsically.safe mdios
and head-sets (or throat mics, or temple mics, or mix of all) for use with hard hats andfor
fitad masks. Up o 4 work grouaps can be accommodated with & separsee channel for
their work group communications whenfit required

As previously mentioned, sach rig will have 4 dedicated "talkavound™ chennels that will
be speciltic to that rig, 50 that Jocsi communicetions on that rig will not intedere with local
commmrinications on the other g,

During cecsin critical operations, the WSL cen olect for a cestain channel to be exclusive
for the opemtion, for all involved work greaps 1o MOmtor.
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Attachment 2:

6.3/8-in 15K Surface Test Tree Assembly
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Attachment 3: Schlumberger Spare Equipment List

WT Spare Parts.xis
mw Steam Heat Exch / STX-CCN
Optional Spares

Pt bo. ﬁy we.vaLue | Tor vaLue
== = v =
Gazgest CHOKE BEAN FOR GHOME 3 11010 K MALGRANGUE =
MBI0106 BEAN DIA. U4 TUNG. T
7] BEAN Dl 12 TUNG, 1 -
108 BEAN DiA. 34 TUNG.CARBIDE s s
e —C— i; !
MEHT0D E BEAN DWA. 1,16 TUNG. CARS! -
MBSETT BEAN DA 1,172 TUNG,CARBIDE -
MBI BEAN DU 6/10 TUNG.CARBIDE .
ME3A6 BEAN Dis. .0/16 TUNG.CARBIDE -
A, 1 ™
P7u8336 BEAN DA 2 TUNG.CARBIOE s s s
TOTAL 3 >

_? UN. VALUE | TOY. VALUE
¥ ] z
. ] -
BE2005 H 638 AT, NE EZ5A07 4 % "
o elOkE i.:’i:'i"' W2 - T8 AXTE - NF E25-114 -
GazR1b ASHER W 24 . A, N ESB.61% 3 3 -
Gaz37e8 OINT 3 ASA KLINGERITE 1 3 -
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OOU_

WT Spare Parts.xis
Part Mo, Decription Qty UN, VALUE | TOT. VALUE |
G 822418 2 1 E -
G 82241 asket 2 [} -
G 822420 Gear case er aEsY 9 [ -
3 822421 O ri 5 -
G 822422 O ring 5 -
G 822423 Nut, bearing 1 -
G 822424 otor, bearing 2 -
G §22425 Wear plata 1 1 -
G 822426 Drive r 24 teeth k! E 2
22427 ven 27 teath 1 E -
G 822430 Bridge assy 1 .
3 822431 Bri sea| 2 o
G 824870 Magnelic coupling assy 1 -
7 -
3 =
5 ] -
1 -
G 822404 Shalt and rotor asey k| -
| G B22406 Spire! pin € -
G 822407 Beasing, sleeve type, Graphitor |l f 3 -
G 822408 O ring ] -
G 822410 g -
11 O ring 3 -
12

Blue Ink

Teen ink

Static

Differertial pen

a|afafafafa

Temp pen _

A, founiain pen

Turrel, Macnick chart drive

G 822456 [Boar gasket

1

3 §22457 Chart hub 1
G 822458 Hex K
G 822452 Elarrent_static 1500 psig 1
822468 Pen cleaning wire 1

o
BB LEIEIRIN I
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WT Spare Pare.xls
| Part No, DRacription Qty UN. VALUE {§ TOT. VALUE
G 822472 (atket 1 E] -
G 822474 Dilerential spring 100" 1 $ -
G 822475 Differentlal 200" 1 -
é én:%? Eﬂaremal 400° 1 -
G 823632 i, box -
G 823634 Door glass -

Srrhcega seamgrgngi@hon}w -

Graase gun

fease,

Equigizer valve

Valve strip

Plats carrier

Crifice plate &ealing ri

NN LB KR BN KR

Cla bar

Clamping bar strew

Fi Y FTY PN Y Y N

Velve spring

Valve seat

Valve seat

Grease seal check vaive

Sealing bar

Y DY P Y P Y

sfo el e R0

ver geal (6000si separaton)
Cuter goal geaoag separator)
684 Cock type pei separalor)

M 80613 Cook

WIE.

Flat glass type 3T25 -
Asbatlos seal 4 -
slos-neoprence seal 4 -
G 804981 Flal glags type 3719 2 -
3 824882 | Asbestos-necprence seal 4 -
824663 MaT:\L' 2 =

G 825577 rner seal i ra 4

F

1

1

Y- _t!;r.vam TG
k type 2

-

Pagedef3
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WT Spaie Patsads
ap Separator / SEP -G

Part $o.
BO77006 VALVE, FF . 1/2 NPT 250BARH2S WF 55T 4 .
gearEy 3
GR20625 M .1/2 NPT X M . U/2 NPTAT00 3000LBS =
GE2163 FFF 172 NPT A105 000L3S 2 .
= = ir} 3 -
GaZHZS UNION M 172 NPT X F 1 AI05 3000LES 715'— :
H M & - 10 AZ7D - NF E25-114 18 -
S AIS T CDR % =

100MM. 172 NPT 2000P51 190 B.HZS BACK FITTING
R0 Pl WP 128

WELL . M 3M NPT X F . 1/2 NPT -H28- 3000PS!

VALVE, FF _ 12 NFT 250BARHZS WP 33T

W0 8.9 WF EI5S515

uFah N

FPLE M_17 NPT X M. 1/2 NPTAT00 S000LES :

GEI1TT F .12 NPT AI0S =
GE28Y FEF .1/2 NPT A1D5 3000L8S : -
GE2%221 VALVE FF \/ZHPT SST H25 WP 10BAR 2 8
E -

GR2M00 M 0-158.0 - NF E25-1 ACDIIIC/FE 2 .
GiR2Wo? M. 172 NPT X B - 10 MMSST 318 2 z
GErars - F e -
ME0TS80 WELL M 172 NPT XF _1/2 NPT -HZ5 TO000FSH 1 .
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WT Spare Parts.xls

810739

s

ET 3 300LBS, ASBEST!

Dacription

UN. VALUE

“INEEDLE VALVE £1G_ /4 600RE, MALE S4NDT H25 2

TOT, VALUE

lEV_ELGLASS.GAUGE«_STYPER}-&S1UBWP. 1

ETAFLEX SPG

e e
[ 4 30CLBS ASBESTOS FREE METAFLEX 8PG

GADK!

=

GASKET 142 300LBS ASBESTOS FREE METAFLEX SPG

EASKET 4 J00L55 ASEEST 05 FREE METAFLEX SPG

GASKET 1 300LB5 ASGESTOS FREE METAFLEX SPG

GABRE T 1-172 300LBS5 ASBEST OB FREE ME TAFLEX SPG
GASKE] 6-300LES, ASBESTOS FREE METAFLEX 9PG

~FSEAL RIN

2 A 0s AFLEX PG

16 300LES. AGEES 108 FREC MET ALLEX PG

Ojojo|o|ofofol ooy

SEALRIN

"4 VITORWECO E1G.502,1002,1607
B VITONWEC F1G 503,

SEAL RIN

EAL RIN

C

IC .

G, 2 VITONWECO FIG.602,1002, 1
IG

VITONWECO FIG.602 1

{BALL VALVE FF 1/4NET 55T RIS WP

Al

REPAIR

RMOWELL BARTON 1NPT X 12NPT i

LEVEL

5X OF

BOX OF
BOX OF

BO:.

PEN FOUNTAIN ZND (DIFFERENTIAL ) 1

SPRING

GBX2475
GE2os

=Nt

BALL VALVE FF 1/2NPT SST HZS WP 1008AR §
BOX POLYEGTER FOR BARTON

KiT FORBALLVALVE 2 IN. 32 TO 212 DEG. F i

KIT FOR BALL VALVE 1 IN. 32 10 212 DEG, F. 1

efr ol |0

2 REFLEX

16T BLUE FOR BANTON 08N —

5 PENS 2ND RED. FOR BARTON 200N

L

PENS 3RD GREEN,TOR BARTON 206N 1

B PENS 4TH PURPLEFi 1

aleal oo

ASSY 0. 200 WC

&

COLOR REQ 1

e e 1

TOTAL _
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Burere7 ECK VALYE 174NPT M/M.SST 316.150P8]

WT Spare Parts.xis
Past No. | Decription I ey | uwvmus | vor.vaws
M3$ Spares
Part No Dacription Q UN. VALUE { TOT.VALUE
T ET L T e —
100277881 BALL VALVE 172 IN, NPT EXF, FH2 2000 PSI 13 -
BO785095 UGE PRESS. 0-16BAR DiA=50,1/4NPT SST 1 -

PRES.CONTROL VALVE 1/4NPT.M/F.0,7-1588R 551

TRERMOMETER DN10D 172NPT 0-180 DEG.C/30-320 DEG.F SST
L0l 3 F2S 1000PS

BOX POLYESTER FOR BARTON

'Y Y Y IR P Y

ON BOX FOR DANEL 6 IN. POLYESTER

R BALL VALVE 1.1/2 IN. 32 10 212 DEG. F_

BALL YALVE 2 I, 32 1O 212 DEG. F 7

p el rQelebo o dofufelafuleg:

778944 |REPAIR KIT FOR BALL VALVE 3 IN. 32 10 212 DEG.F 3
| “PrIa2es PRESGURE GAUGE 160 BARS I-1ZNPTN-100 MM DIA__
T 5778400 |THERMOWELL 2/4NET X 172NPT §1AINLESS STEEL U157 MM -
5703445 CHECK VALVE 2 600 ANSI (H2 1
o ] GAUGE VALVE 172NPT MALLF EMALE 10K H 3
[ FiBiso6____INE VALVE 1/2 1N NPT, M X F, H25, 6000 PSI_ 3
PTi6oaT REPAIR KIT FOR GLOEE VAL 1
WB02311 GLASS LEVEL INDIC. 3 1 25 .3/4 H2S100B WP 1.5, 7
WMB33333 SIGHT GLASS LEVEL 443 T 10 100B WRHES 1.5 1 g -
] THERMOWELL BARTON 1NPT % 12NPT ] =

LL 1 L1150 MM

1

T AL R R+ ANALCG FLOW RATE INDICATOR ROTRON NBH.

17.4 6P FOR ROTRON 24

SEAL O-RING SIDE COVER (VITON) ROTRON 3 4

L4 ASSY FOR F

CALIBRAT ION DRIVE GEAR 24 TEETH, FLOCO F 2500-2

CALIBRATION DRIVE GEAR 2Fi§ETH FLOGO F 2500-2

BUNS THERMO. M /8 NPT X F 17 NDOT +55. 1440P8]

BRIDE SPCL 1.1/2 ASA B00LBS 374 LP A105 GR2

el A
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Bl

MC252-1 Q4000 Containment Procedure
Start-up, Flowback, and Shutdown

’ DISPLACERBODLG=1 3151. =

E

~{PRES REGUL 67CER MAX] NLEY 0P8I OUT £ A3

CONTROL VALVE SANSI300RF H2S ST

|ZA DH 3]

REPAIR KIT FOR CHEGK VALVE 4 BALC?

DTRIM

ETO 212 H2a

WT Spare Parts.xis
Part No. Becription Qty UN. VALUE | TOT. VALUE
2900 ORIFICE 1.760 FOR DANIEL T= 1 -
G401 JORIFICE PLATE 3500 FOR DANIEL G H2S 30458 T=.1/8 ] 3 -
Gb24402  |ORIFICE PLATE 3.250 FOR DANIEL H25 30488 1.1 ’ s -
2403 ORIFICE PLATE 9.000 FOR DANIEL 6 H2S 30458 T= ] 3 -
GBRZ404 ORIFICE PLATE 2750 FOR DANIEL 6 HIS 30458 T= 7
_ GE24405 ORIFICE FLATE 2500 FOR DANIEL B HIS 30455 T= ] E B
[~ G JORIFICE PLATEX. DANIELB H25 30458 T=.1/8 E -
s ORIFIGE PLATE 2000 FOR DANIEL 6 H2S 30498 T= 3
| Goowaa’  |ORIFICE PLATE 2.250 FOR DANIEL 5 H25 30485 T=.
[ GA3518  JORIFICE PLATE 3./50 FOR DANIEL 5 FZs 30488 1=, i -
[ G®538  |ORIFICE PLATE 4,000 FOR DANIEL B H26 30468 12118 ] E -
[GRIFICE PLATE 4,250 FOR DANIEL 6 H26 3045S T=1/8___ ] : -
FI F'LAF"4500FORWEE§I-ESJD4SS'IF=."IE -

0PS!

-1 1 W ET

e s
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MC252-1 Q4000 Containment Procedure
Start-up, Flowback, and Shutdown

1001

WT Spare Parts.xis

Part No. Decription aty UN. VALUE | TOT. VALUE
Ma1 ERMOMET 100 17204 n'%‘MA DEG. 3 1 5
GE20840 ETUD BOLT M 16 X 50 A163 B7 COM NUT A194 21 COM 3 .
GB822036 PRESS GAUGE 0-2SBAR ODT00 120PT S6T, 7 2
“P783808 T‘M_’ULTIPOR—'ET'—EET UGE VALVE 172NPT MALE/FEMALE 10K H25 | .
20742 AMELON M_2A NPT X M 172 NPTA105 3000688 7 <
GB23304 H M10- 30 A2/70- NFE26.194

SCREV,H M14 - 25 A2J70 - NF E25-114

w'r!

VTe-.

1
sl L_.

PACKING SET FOREDVALVE 2

GROOVEPIN SST_ ;

GBOLT TIA.10

= 0175948

141 U.BOLT DIA 12 MM PIPE 3. STL ZC
Gazz168 JOINT TYPE BX 164 API H2S OCTOGONALSST 316
G ESSURE GAUGE 100MM.1 10000PSI 2 &
GBTT78 TNG.FIL 1. X714 A320 L7 COMECROUS A184 GR7CDM 32 =
ME12360 THERMOMETER DN10Q 1/2NPT 0-160 DEG.C/a0-320 DEG.F 891 2 -
81 FLUG M 172 NPT H25-10000P%) =
P576953 THERMO WELL . M_172 NPT X F 172 NPT -H28-10000P51 § -

F7a3808 . MULTEPORT GAIJGEVALVE 1!2NPT MALEIFEMALE OK

ETEGE AD.IUSTABI.E CHOKE WITH 2 I SEAT. WC-COATE 1 .
GB23593 GR E N R-SEEZ REGU(AR GRADE 1KG 0 $ -
Rl O] CEGH W
1 FOR 3.1116 10 KPS| MANDAL GATE VALVE NACE PLI ] s
PABGI67 SEAL ASSY 3-1116 10K HIGH TEMP 7 3 5
TOTAL (3 =
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bp
| SPU MC252-1 Q4000 Containment Procedure
; Start-up, Flowback, and Shutdown *
WT Spare Partsxls
Schismberger Oif Manifold / MFD-BCA
Optional Spares
— 1% Decription ay | o varue | Tor vaLue
107 S < - -
MES Spares
Part No. )
EEEEE % = & : FEraE
“TOTAL I 1 -
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SPU MC252-1 Q4000 Containment Procedure
Start-up, Flowback, and Shutdown

Fanld Ry
[ vomamg
S35 35K WOM Snadly Boe
LT 1=
Part Nyghpr, : ind __ Cowwems |
e | s | 42
RN B 2:2
sran | 2
it s 5
3
BUnK | Frowe | 8 [ 4
B | @50 | 4| ¢
TR IR
WA | Praea | & | 2
gtame | V| 2
Froak | 2
Tiae | 3
I
2
2
2

I | Ik | Pu] i | P8
it ] ot | ot} s |t

ik |

e e

:

L

Bl

T-50°011 fee-10
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. P MC252.1 Q4000 Containment Procedure
Start-up, Flowback, and Shutdown

Sciiwnhargor McEvoy Spares

Cliont (=, Fiohd i Datm Job Refernnce
=l T - O |
el B b0

N'l.!u-lﬂnﬂuﬂi

SR
: ' ARG
ot R | ot Rt i e

A A AR A

Saal [ § 11
_____ Al SO PRV s
X
o T fnat af Y
]
» TN WK fuat of 2}
" [0 T it 3 t
E a LM N 1
j=n [
Sl anst SRECICETA ]
0 sing. §-107 ACME D¥615-3541 (11 [
2 i p) ] 1
I3 [Orng &1 GuicE wmioh EXIT-5T) (1 ] [
] ; Lrebee ] 1
] i w
[Octaqonal siak ieg EXISIAP Sm ]

= r— -
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MC252-1 Q4000 Containment Procedure
Start-up, Flowback, and Shutdown

ESD & Hi-Lo Pilot

e

Wal Fld Ry Dats

Job finfareixe

[ Joasey [ranmy

B 0 5L (T2 Faady en

1 Locet Penciim || Oy
f&——-ﬂﬂm : i)
Hi-Filol as por PRI
2 fLa-Piots asper PRID
3

e ro] e

el vl {55V o Flombne)

o Mbiwa plloln

§ | Redrees it ior Hi-Lo Piots

| e | ra] ma| . B

1_{Conlirm

i)

Ih-nr

i

F—vp R Wﬁu—m

|
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MC252-1 Q4000 Containment Procedure
: PU Start-up, Flowback, and Shutdown
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P MC252-1 Q4000 Containment Procedure
Start-up, Flowback, and Shutdown

Schiumbserger Separator - Daniel
o Wak Foold e Dase oy r—
| WitKox ([ Jneesy Clrenang

A

PIUG & STUFAING GUX GASKETS FOR BAMIEL ]

VALVE FOR DRINEL §°-6°

CLAMPING BAR {12} FOR DANIEL S
1 PR &

[1

GUN FOR BANIEL 5"

SEAL DOUSLE BALL CHEEX

PATE AND PINIDNS FOR

INEEDLE FOR DANIELE-5

(TING WRENCH FIR BAREL -5

DRIFICE PLATE SEALING NS RUBBEAS" FOR DANIEL

SEALINE PLATE UMY & -TEFLOR FOR BAMIEL

FOR DANEL ¥ &

 WASHEN () FON DARNEL ©-8

CAMSIER (8 OM) FOR DANEEL €

WALVE REDICATOR FLATE FOR DANERL &5

VALVE INDICATER POINTER FOR DANKEL T &

|

PLATE ABID PRADIS FOR DAJGE]

CARRIER [17) FOR DANIEL &

L

CARBIER STOP (S FOR DANEL 5

SEAT 1000 FOR DAMIEL &~

SEAT AND) TOP GASKET FOR BAMREL &

SEAT SCREW {8} FOR DIVREL -5

BPAINGS {15 F0R DANIEL T

R

E STRIP {2 FOR DAMIR.6_
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‘ MC252-1 Q4000 Containment Procedure
: Start-up, Flowback, and Shutdown

Schigmberger 0il & Gas Manifold
T T R e ]

i
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. SPU MC252-1 Q4000 Containment Procedure
- Start-up, Flowbhack, and Shutdown

Schiumberger Surge Tank
a
Chamt Woll Radl o] Date Job Reference
[ Cantamer Nomber. Sioam
WitNoe [ oy [Jranany
Sargs ook Reaily Bax
T Jucrwces] O | 0oy
_ Dascr Pot M I l '! e g
Plastic she rated 15pai 12 mewens long, VT | IR
Connacied itk wilh U2
saries W [=T 7] 2
3 P M | oome | 2 |
ot WA | I
Higa F1 1
gt [
1 15D guuknt 1
rﬁm

r--lm —— Fape m:
1o}
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P MC252-1 Q4000 Containment Procedure
Start-up, Flowback, and Shutdown

Schiumberger EVERGREEN

Cliom Well Fell Rag Dot Jok Ralerunce

E f"

Eooanier loemer ‘
Wi ey " Clrews -

(ol ] Cowwssis

wlolmletio| ol F

{ ]
aeEing

Part Ne. iz for Kit

Part No. ia for Kie

— i

= S Sut Scrow Local 2112

Scrwes Pisin Feege PUGESAS 414

% [ Locsl (B}
Crabrolioar [, . 114

[T 111

1] 3

[ == T p——
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SPU MC252-1 Q4000 Containment Procedure
' Start-up, Flowback, and Shutdown

Schhmmberger Instrumentation Manifolds
O 1 W ik ™ e gy m——
=l T
ot Hinelioiin Fia g fhs

SB[l Peou] oy | Oy

e TR D
i

BN P P IS

'

e ————C—
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" P MC252-1 Q4000 Containment Procedure
s Start-up, Flowback, and Shutdown

Schimmberger

Chnnt el Fold fig Oete
= =
WTEN et Clountng
P sy Romdy B
ns Locall Pumiuen | Oty | Oy
AR B SN el e A
PSS .
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[ ] []
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semowss| [
S-ANCIN-28 [
[] [
[ BANCHN-SS [
] WTILEE 2
]
i X [
s WLRE-53-EL
W X U BT &
TS |WrNPTM x Mo 4 IEW 3
1S _| rNeYMx v B3 1
7 |V Uk el whe [T
U7 Nk anad wive lmﬂl
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MC252-1 Q4000 Containment Procedure
& Start-up, Flowback, and Shutdown

VF NPTF2 VT NPTF x VT NPTF Ine

#
:
i
i
a
i
E

17 JUN NPT £ x £ Brave LP ball velve or Inm B8H
RTINS Pl (P bat v i b e
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MC252-1 Q4000 Containment Procedure

Start-up, Flowback, and Shutdown

Gaskst Seals & Gauges

g
f
]
£

[

2 ARs
ENY 4 L [
5_[ASA T T i L [
(M™Y. i LY )
T ML 17 1
B_|ASA MGE v LN
[ 1 FLIVNG- 12
W [ASA 800 2"
1 LATA SN ¥ Db
A [ASASRT - [
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A wE AL
B [ATA RY AN
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MC252-1 Q4000 Containment Procedure
Start-up, Flowback, and Shutdown

Schiumberger HYDROMETER

Cam Wl Finit ] fom Jots Ralersace

JES L QU S
vt ot | | = B2,

T T

L) TIB-$ B0 56
] ﬁ XT3 GNITS

] et fwn] st |t |t ot |
ot ft | e | s} | ]| |

)] 1.8-1.150 58
Li%-1. 9855 636120
13 fied Spikt Thowmomenter -W-110C {Tojub speFication) SIS

1
]
o
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SPU MC252-1 Q4000 Containment Procedure P
Start-up, Flowback, and Shutdown w

Schimnberger Barton Recorder

L] Oate Job Refemnce

|
i
i
ﬁ_ g

Bartan Bosdy S

" o|olalala|ais|n
U

wall v [ fam

T

il
(¥
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Byl

MC252-1 Q4000 Containment Procedure
Start-up, Flowback, and Shutdown

BRNH-A EVERGREEN SPARE PARTS

SPARE PARYS

oM o, v {
PISTON VALVE [+] 1t EA

P778996 SPRING WASHER 1+ 24 EA

P7a3382 FORE DEFLECTOR o 1EA

P783384 JET BODY "] 12 EA
NOZZLE DIAM 10 MM a 12 EA
QI CHANNEL [ 12 EA
DEFLECTOR TUBE 1} 12 EA
BRNH-A SPARE SEAL LIST inciuding: 1] 1 EA
C-RING,SZ 2-142 2282 1D X 103W VITON $3D H230848 460214 ] 20 EA
C-RING, 82 2-123, WTON, 850 ¢ 10 EA
O-RING.5Z 2-341, VITON, 95D [ 10 EA
C-RING, 32 2712, \HTON, 75D ] 1w EA
O-FRING, SZ 2-338 2.850 1D X.210 W VITON 75D a 10 EA
O-RING,5Z 2-358 5,350 1D X 210 W VITON 85D L/ 10 EA
JET NUT 64 1} 12 EA

STATIC MIXER ] 1EA
CALIPER FOR NOZZELS 0 1 EA
PRESSURE TEST PLUGS ] 1EA
SPECIAL ASSEMBLY TOOL ] 1EA
TRANSPORTATION SUPPORT 0 1EA
TOOL BOX 670X3500150 EMPTY [] 1EA
LIETING FRAME ] 1 EA
P788718 HEAD SUPPORT ] 1EA
©780850 RUST TRAP FIPE 0 1EA
P789700 OiL FILTER ] 1EA
P780774 NOZZLE, DIA & MM 0 1EA
Pag3992 JET NOZZLE REDRESSING TOOL SET
Fra5314 SET OF TOOL FOR EVERGREEN inciuding:
P7a4508 SPECIAL TOOL FOR CENTERING OIL PIFE i
P784558 PLUG 12 JETS 12
Pra5807 OIL PLUG NOZZLE 12
PTEBU0S UNIVERSAL CALIPER 1
BO1T205 C-RING, SZ 2-142 2.382 iD XADIW VITON $5D H2I9848,400214 -7
BOITOTT C-RING, $2 2-120, VITON, 950 20
BO78148 C-RING,SZ 2-113 549 1D X.103 W VITON 75D 0
PAB3926 SPREADER ASSEMBLY CENTERING TOOL
MODIFICATION RECAPS

MR#1 KIT FOR BRNH

MR#10 KiT FOR BRNH-A
MR#11 1UT FOR BRNH-A
MR 2 KIT FOR 8RNH-A
MR#2 KIT FOR BRNH-A
MRS KIT FOR BRNH-A
MR#L KIT FOR BRNM-A
MR#S KIT FOR BANH-A
MR¥E KIT FOR BRNH-A
MRN7 KIT FOR BRNH-A
MRES KIT FOR BRNH-A
MR#S KIT FOR BRNH-A

PT36693
P788633
P786883
P788893
Pr85693
P786603
PT88891
P766693
PTO&SST
FT86607
PTOSERT
PTREART
PTOssST
PTES6OT
PT56893

P7OLIOT
P788063
(PT93209 ang
FToN208).
Fr84509
P785100
P788573
P786873
P788873
P785100
FPTO5100
P785100
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MC252-1 Q4000 Containment Procedure
Start-up, Flowback, and Shutdown

NOZZLE SELECTION

@13 outhet
Low Flow FT86885 4 x 25.5 nir 2500 850 1300 £200]
219 outl
Standard Pr833o4 4 % 10 i 6000 1500 3000 10003
High Flow PTasI2s :‘ga“: 10000 2500 so00| 18500
1 alsc exist & multi rate RK-A { P491057) Bt allow Sowrates from 250 te 15008 BOPD (sse ERHI Maintenanoe Manusl
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& P MC252-1 Q4000 Containment Procedure
e 4 Start-up, Flowback, and Shutdown

bp

Tool Box S/N:

Sling S/N-

Pad Eye Tag Date:

Date:
Sling Date:

Name:

CANAL ENERGY BOILER TOOL BOX

NEED

ON HAND

ORDER TO
RESTOCK

2in fig. 200 hammer union

Absorbent pads

Allen wrench set (small)

Boiler chemical 5 gal pail

s . (s | g | ot

Boiler computer

Boiler fuses 10 amp

-
(=]

Boiler fuses 30 amp

Boiler fuses 60 amp

Boiler pauge 3004 (large)
Boiler gauge 60 1b.

[ Bushings —2x1.5-—-15% 1.25—1x,5

2x1285—125x1--1x.7%

B ) [ a9 | e § s 02 {0

=
3

Caution roll
Corpressor oil

Crescent wrench

Crows foot pins

Diesel element / fuel filter 30 microns

—
A

Digsel tank fitting w/ ball valve

b fe [ [0t

Diesel tank HAZMAT tags

—
<

Electrical grounding strap

Electrical meter
ESD Panel / pipe / clamps

—
—
~
L]

Fan belts A-42

Fire extinguisher

First Aid kit

Flashlight & extra batlerics

-
f Y

Fuel hose tubing and cannectors

Fue] tank coupling (return)

Gloves

Hz0 Hose 100 . / air hose

Hand cleaner

Heater elements 1.83

Heater elements 11.5

Industrial TKX oil / spray bottle

—
—

Jumper wite

Light bulbs

£ ) RS L [ El N (OO £ ) (R T P PRy ) PR P )
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) P MC252-1 Q4000 Containment Procedure
E Start-up, Flowback, and Shutdown

Tool Box 8/N: Date:

NEED | ON HAND | ORDER TO

RESTOCK

Manway gaskets (small) 2
[ Manway gaskets (large) 1
| Mise, plugs - 14" thr 2”
Never seize (can) 1
| Pipe fittings NPT - 2in thru ¥4
Pipe wrench (small)

Pipe wrench (medium)

Propane Tank 5 gal.

 Rags

Ropc 50 £
| Safety hamess
Screwdriver set
Site glass wi fiitings / guard
| Sledge hammer (small)
Slicker suit
Socket set
Spare rum bulbs
Spare valves —~% .1, 114, 2
| Supply tank temp. gauge
Supply water connector
Tape (electrical / teflon / duct)
Tie raps (50)

Tool chest

Vacuum Relief Valve

Water pump hose w/ clamps
Wire brush
Worm clamps (assorted)
Wrench set

—
—

| s s [ | ] ot ot | i Yo st s oty | |t e

—
-~
~
—

- —
| ]

—
o

(=
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MC252-1 Q4000 Containment Procedure
Start-up, Flowback, and Shutdown

Attachment4: Q4000 Well Test Equipment Dack Layout
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. SPU MC252-1 Q4000 Contalnment Procedure
e Start-up, Flowback, and Shutdown

Attachment §: Q4000 UFD Drains

i
L i

L TR i
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‘ SPU MC252-1 Q4000 Containment Procedure
] Start-up, Flowback, and Shutdown

Attachment 6: Q4000 Pre-Test Start-Up Check List
Q4000 Pre-Startup Checklist for Operations

Well Site Manaer

OIM / Rig Manager
BP Test Supervisor
SLB Test Supervisor
T e it Wi

Equipment certification package valid and held on rig 1

Vessel name plates checked against P&ID's N

Relief valve certification valid and held onrig: including resetand ]

retests if available

Well test equipment manuals held on rig ]
[
O
O

SLB Well Testing Operations manual held ou rig

SWT equipment electrically inspected and in conformance with rig

requirements including grounding

Rig flowlines certification package valid and held on rig (incl.

boom piping if rig booms). Rig flowlines are of welded / flanged

construction (not threaded)

Rig gas alamms test certs; including entire fire system tests (pumps. [T

monitoring. etc.)

Boiler maintenance manual held on rig (including tool box. spare [

and critical parts list)

Calibration docmmentation (gas detectors, BPV's. eic.) |
[
[
1

Docwmentation that HAZOP / HAZID items have been closed

Red line set of P&ID's in controlled location

Well test equipment and flow line pressure / leak rest certs
Verifications of safety protection system testing (PSH.PSL. LSH. [J
LSL. PSV's

Have rig flowlines been checked and conﬁxmed to no! containany [
hydrocarbons

Are rig flowlines free from scale (have they been flexed and O
flushed)

Has well test installation been checked against approved P&ID and
PFD
Has work site inspection been completed and actions closed ont

O
[l
Venfy that access and escape routes clear and free of obstuctions ]
O
]
O

Have personnel been briefed on maximum permitted working
hours

Have all the NPT threads in the system been inspected prior 1o
pressure resting

Are tapping points clear and situated at the top of piping to
minimize potential for blocking
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